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GEAR DATA
NO. OF TEETH
DIAMETRAL PITCH
PRESSURE ANGLE
PITCH DIAMETER
ADDENDUM
WHOLE DEPTH

NOTES:
UNIT PAINTED WITH BLACK PAINT.1.
UNIT FILLED WITH EP-90 OIL..2.

PERFORMANCE INFORMATION
GEAR RATIO 25.5:1
OUTPUT TORQUE 20,000 IN-LBS
FULL OFF AT 250 P.S.I.
BRAKE SET TO SLIP AT
95-110 FT-LBS INPUT TORQUE

MOTOR:
DISP:  4.5 CI/REV
MOUNT:  2 BOLT A
SHAFT:  1" 6B SPLINE

CUSTOMER P/N: 292-00047
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MANIFOLD PORTSGEAR DATA

DIAMETERIAL PITCH     3 STUB
NO OF TEETH                16
PRESSURE ANGLE       20
PITCH DIAMETER         5.333
ADDENDUM                  .2666
WHOLE DEPTH            .600

PERFORMANCE

GEAR RATIO              25.53
OUTPUT TORQUE     40,000 in lb
BRAKE FULL OFF @ 400 psi
SET TO SLIP @ 140-160 ft lb INPUT TORQUE

 UNIT PAINTED TWILIGHT GREY1.
GEARBOX FILLED WITH EP-90 OIL (1 gt)2.
MANITEX P/N XXXXXXXXXXX3.
UNIT SHIPPED AS PINION UP, TO CONVERT4.

           TO PINION DOWN SEE FSL-0049 

SIMILAR TO: 82280 & 82199
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All dimensions are in inches•
Min 6% mat'l removal per finish surface 12% on dia.•
Inside corner radii .03"•
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Remove all burrs, break sharp edges•
Fastener torque per EN11000•

Tolerances: Fractions 1/32
3 Place Decimal .010
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Angles 1/2
Concentricity .010 TIR
Machine Finish 125
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